Property

Melt volume-flow rate

Izod notched impact
strength

Vicat softening
temperature

Burning behavior

Outdoor stability
Anti UV stabilization

Transparency

Processing method

Special features

Standard

I1SO 1133

15O 7391/
180A

ISO 306

UL 94

UL 746C

UL 746C

Test condition
300°C;1,2kg /
240°C;5kg
23°C

50N;50°C/h

Unit

cm?/10min

k)/m?

°C

60

146

V0/2.0mm

Transparent,
translucent &
opaque colors

Injection
moulding /
Extrusion

Highest viscosity
branched grade

Covestro Polycarbonate Makrolon®

50

142

V0/1.0mm

Transparent

Injection moulding /
Extrusion

Optimized combination

between high

transparency and high

FR properties

70 65
141 143
V0/1.5mm / V0/3.0mm
S5VA/3.0mm
f1 f1
+ +

Transparent,
translucent &
opaque colors

Opaque colors only

Injection molding Injection
molding
High mechanical General
properties purpose
transparent
FR PC grade

15

144

V0/1.5mm

Opaque colors
only

Injection
molding

High flow
& excellent
processability

35

108

V0/1.5mm /
5VB/2.0mm /
S5VA/3.0mm

Opaque colors
only

Injection molding

Improved
chemical
resistance &
stress cracking
behavior

Improved
chemical
resistance &
stress cracking
behavior

Covestro PC/ABS Bayblend®

35

95

V0/1.5mm /
5VB/2.0mm /
5VA/3.0mm

Opagque colors
only

Injection
molding

No juicing &
Good light
stability

35

106

V0/1.5mm /
5VB/2.2mm /
5VA/3.0mm

Opaque colors
only

Injection molding

Optimized
processability &
Good light stability

Optimized
processability &
Good light stability

48

101

V0/0.75mm /
5VB/1.5mm

Opaque colors
only

Injection molding

Especially for
notebooks
& thinwall

applications

Especially for
notebooks
& thinwall

applications

3 6 9 10 19 15 24 25 23 32

12

98

V0/0.75mm

f1

Opaque colors only

Injection molding

Improved
colorability

Improved
colorability



